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-TITLE NETDEFS = Define various NETACP symbols 
-IDENT ‘V04-000' 


—PAAARRAABRARAAAALALALALA AAAS ALALELALALA LAL SRE SARE SERRA RARER ARES A SEES ESAS AES 


COPYRIGHT (c) 1978, 1980, 1982, 1984 BY 
DIGITAL EQUIPMENT CORPORATION, MAYNARD, MASSACHUSETTS. 
ALL RIGHTS RESERVED. 


® 
w 
® 
® 
e 
THIS SOFTWARE 1S FURNISHED UNDER A LICENSE AND MAY BE USED AND COPIED + 
ONLY IN ACCORDANCE WITH THE TERMS OF SUCH LICENSE AND WITH THE ®* 
INCLUSION OF THE ABOVE COPYRIGHT NOTICE. THIS SOFTWARE OR ANY OTHER * 
COPIES THEREOF MAY NOT BE PROVIDED OR OTHERWISE MADE AVAILABLE TO ANY * 
OTHER PERSON. NO TITLE TO AND OWNERSHIP OF THE SOFTWARE IS HEREBY * 
TRANSFERRED. . 
® 
THE INFORMATION IN THIS SOFTWARE IS SUBJECT TO CHANGE WITHOUT NOTICE * 
w 
® 
® 
® 
a 
® 
wn 
® 


AND SHOULD NOT BE CONSTRUED AS A COMMITMENT BY DIGITAL EQUIPMENT 
CORPORATION. 


DIGITAL ASSUMES NO RESPONSIBILITY FOR THE USE OR RELIABILITY OF ITS 
SOFTWARE ON EQUIPMENT WHICH IS NOT SUPPLIED BY DIGITAL. 
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++ 
; FACILITY: NETWORK ACP 
; ABSTRACT: 
; This module contains miscellaneous definitions used throughout 
NETACP. 
; AUTHOR: Alan D. Eldridge, CREATION DATE: 13-APR-1979 
; MODIFIED BY: 
vo11 RNGOO11 18-Jun-1984 


Ada NETS$V _LOGDBR™ flag't to CNETSGL FLAGS that indicates a data 
base entry needs to have counters logged. 


v010 RNGOO10 Rod Gamache 23-Feb-1984 
Add constants for ACP sexletts timer and AQB work 
queue entry count. 


v009 TMHOO09 Tim Halvorsen 18-Mar-1983 
Increase maximum size of route header by 7 to allow for 
Routing Layer padding. 


v008 TMHOO0S Tim Halvorsen 14-Feb-1983 
Increase maximum size of route header by 1. 
v007 TMHO007 Tim Halvorsen 01-Dec-1982 


Increase byabet which defines the maximum size of a 
transport header, since Phase IV transport headers are 


— a 


$ 
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v006 


vo00s 


v004 


v02-03 


v02-02 


v02-01 


now larger. 

Remove several unused symbols. 

TMHOO06 Tim Halvorsen 13-Oct-1982 
Add symbols for area routing support. 

TMHOO0S Tim Halvorsen 01-Jul-1982 


Add Phase IV routing constants 

Increase maximum number of nodes to 1024 for eee IV 
which increases the size of the NDI vector, CHM, MIN_C_H. 
TMHOO04 Tim Halvorsen 25-Mar-1982 
Remove obsolete and unreferenced symbols NETSC _MAXCNFSIZ, 
TRSC_PH2_RTHDR and CNFSC_TYPE. 


ADE0003 A.E ope 31-Dec-1981 
Delete the aE ~ . 5 TRS” EQXMT and TRS_CANCEL function codes. 


ADE0002 A.Eldridge _ 31-Dec-1981 
Increased VMS Limit on the maximum object name from 8 to 12. 


ADE0001 A.Eldridge 20-Dec-1981 
Updated the SNETSYMDEF macro to include AeTSv" TIMER, 
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-MACRO SNETSYMDEF 


seal) 
VIELD NET,0,<- 
<SETQIO, ,.M>,- 


l ° 
<ROIRP, .M>.= 
<UTLBUF , ,M>,= 
<nowRT_PL, 


<BYPASS,,M>,=- 
<INTRNL,,M>,= 
<READ,.M>,=- 
<CNFLEK, ,M>,- 
<OVFLW,,M>,- 


<sp2,.4>,- 
“PORE A> 


> 
SDEF END 


CNF$_ADVANCE 
CNF STAKE. PREV 


NETSC_MAKACCFLD 
$C" MAXNODNAM 


$¢-pan-orb 
$C" MINBUF SIZ 


TRSC_MAXHDR 
NSPSC_MAXHOR 
NETSC_TRCTL_OVR 
NE TSC" TRCTL~CEL 


NETSC_IPL 
NE T$C_MAXLNK 


-*>,- 


1023 


; the route-header. 
; close to 1 
; version 1 of DECnet-VAX 
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Define NETSGL_FLAGS bits 


Set if roars SET $Q10 

Set to log data base entry re-used 

Set to clear counters after read 

Set to getect “delete Q10 processing 
Process ng s due to timer dispatching 
Requeve IRP to driver 

ut vy buffer is in use 

Set if the P4 ABD buffer is not to be written 
back to user space 

Set if Q10 user has ‘bypass’ privilege 

Set if CNF access is for ACPs internal use 
Set if CNF access is for read 

Set if conditionally writeable fields 

in current CNF may not be written 

Control Q10 overflowed buffer 

reserved for future use 

Set if database needs to be purged of all 
entries marked for delete. 


These scanner function codes should go in the 
mdl file 


Max individual access field Length 

Max length of nodename 

Max Length of Linename 

Max length of object name (VMS maximum) 

Max object number value 

Max size of an NCB 

Minimum allowed buffer size. A maximum 
sized NSP CI message is 190 bytes including 
192 was chosen since its 
and was the minimum allowed for 


Max Transport route header (Phase IV) 
(allow for 7 bytes padding) 


Max overhead in NSP data mesage header 


Phase III Transport geometry message header size 
Phase I1] Transport geometry message field size for 


each node 


NETDRIVER IPL 
Max logical Link index value (must be 
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NE TSM_MAXLNKMSK 
NSPSC_EXT_LUNK 


NETSC_MAX_NODES 
NETSC"MAK~AREAS 
NETSC"MAX~LINES 
NETSC_UTLBUF S1Z 
NETSC_EFN_WAIT 

NETSC"EFN-ASYN 

TRSC_PRI_RTHRU 

TRSC~PRI~ECL 


TRSC_NI_PREF IX 
$C"N T 


NETSC_TID_RUS 
NETSC-TID-XRT 
NETSC"TID-ACT 
NETSC_ACT_TIMER 
NETSC_MAX_WQE 


: States: 


; The following states control 
$EQULST ACPSC_STA_..0,1.<- 
; Initializing ALL connects are allowed 


Restricted 
Shut 


Off 
: Hibernate 


H 
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; all 1°s since its used as a mask) 
; Synonym for NETSC_MAXLNK 


Number of extra logical Link slots used to 
prevent the same Link index to be reused to 
quickly when the current Link count is near 
the maximum allowed Link count 


; Max allowed node address (VMS Limit) 
; Max allowed area address (VMS Limit) 
3; Max allowed Lines (VAS Limit) 


; Event flag for synchronous calls 
; Event flag for asynchronous calls (AST's are 
; used to detect completion and hence only one 


; Route-thru message 1/0 priority 
; ECL (local) message 1/0 priority 


Phase IV NI address prefix for Routing Layer 
Phase IV NI Routing protocol type number 
Phase IV ‘all routers’ NI address spyses 9-3) 
es 4- 
Phase IV “‘all endnodes'’ address (bytes 0-3) 
9% (bytes 4-5) 


3 Rout tne update suppression WQE timer i.d. 
3: Periodic Foyt ine update WQE timer i.d. 

; Periodic ACP acti 

The NETACP activity timer interval 


; The AQB maximum entry count 


vity timer 


the ACP transitions. 


ALL connects are allowed 
Connect initiates only 

Soft shutdown, no new Links allowed. Dismount 
when the Last Link disconnects. 

Hard shutdown, break all Links, clear all data 


Links, dismount. 
The ACP is pormenentty hibernating to avoid a 
bugcheck. message is printed to reboot. 


-_ 
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AH-BT13A-SE NT CORPORATION 


VAX/VMS V4.0 
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